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Finished Grade

5 Y& Shaft

Adjustable Cast
Iron Valve Box

/

See Polyethelene
Wrap

Compacted Sand
Or Bankrum
Around valve

Concrete Bearing]
Pad Under Valve

/ K

Valve Box Specs.

Concrete Pad

Ky. DOT Class “A”

Wood Float Finish
Tooled Edge

Valve Body- 2” Space
Needed Here.

Valve Box Must Not Touch

/
L&

|
|
|
|
: 2’ Min.
|
|
|

All sides slope V4" /ft.

]
|

Screw Type
Adjustable Cast-
Iron Valve Box

Notes

-Concrete Pads shall be
constructed around all
main line valve boxes
except within hard paved
areas.

-Concrete Pads shall be
constructed around all
Tracing Wire Boxes
except within hard paved|
areas.

-Pre-cast valve boxes can

be approved.
|



Hydrant Installation Specification

18” From
Grade to
Center of Cap

36” Min.

One Cubic Yard
Of Gravel Around
Hydrant Drainers

Concret Blocking

Concrete Bearing Pad

Extension Type
Cast-Iron Valve
Box

Mechanical Joint
Anchor Tee with
Roto-ring Gland
Clow No. F-1217 or
Approved Equal

Clow No. F-1216 Anchoring
Pipe 6” Size with Roto-ring
Glands or Approved Equal

6” Mechanical
Joint Inlet

6” Gate Valve




Blocking Specs.

Notes
] -Blocking shall be poured
after polyethelene wrap
— is in place.
-Blocking shall be inspected by
the City prior to backfilling.
-PVC fittings shall be per

specifications.

-Concrete to be 3500 psi.

-All fittings to be mechanical
joint.

-Thrust blocks to be placed
against undisturbed

earth — use additional concrete

as required for over excavation.
-Blocking to be placed in a

manner so that bolts can

be removed without disturbing

the blocking.

-Reference to Ductile Iron Pipe

45 Bend Tee

11 Y4 & 22 > Bend Booklet Pg. 51.




Notes
If service is installed in
sidewalk or pavement
area, a heavy duty lid
shall be installed. The
City must approve any
setting in
sidewalk or pavement
area.

service to be removed &
abandoned
are to be disconnected at
corporation

Stop.

Reminder
The city is responsible
for supplying the Meter
setter w/adapters
(Installed by Contractor)
and Meter, Installed by
The city when fees are
paid
and work passes
inspection
Contractor is responsible
for
obtaining and installing
all other specified parts.
(Any variation of
referred.
Parts must be approved
by the City.

Meter Specs. (1 5” and 2”)

Vault Style Setting

Ford Type C32 Cover with 18” Lid Opening

Finished Grade \

30” X 18” Ford Extension Ring.

Ford Type FB600-6,7-G
Corporation Stop or Approved Equal

Water Main

\

) \\IL
30” X 30”
Ultra Rib
Type Meter

Box

- Ford Custom
Setter w/bypass,

1101 1

Provided by the city

ST

Service Saddle FC202-(Pipe Size)-
cc6,7

Or Approved Equal. (Flat Gasket
Only)

Type K Copper Pipe

?

Concrete Bottom Support
For Meter Vaunlt




Sprinkler Pit Specs.
2” Meter and Smaller

Post Indicator Valve

Storz Connection

OS&Y Resilant Gate Valve

(Self Rising Stem)
Aluminum Lid

Aluminum Ladder
Concrete Top Slab (8 Thick)

ANNNNRNRNNNY

Concrete support I

E ¢ 1’ Conduit (Electric, Phone, Fire)

B B Pit Wall (8” Thick)

| . < y

I \ I \ / 4—'— Concrete Floor (6” Thick)

Water Stop I L=
(27), In
Concrete and Tee with .
(4”) Going Domestic /2 hp Sump Pump
into Wall Connection 2” or

less




Sprinkler Pit Domestic w/Bypass

6
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1)

2)
3)
4)

S)
6)

DIP Class 50 with flanged end inside
pit.

Valve (OS&Y).

3” or Larger Meter.

Flanged Spool Piece with 2” Test Plug
with ball valve.

Strainer.

Bypass (Same Size as Feed Line).




Dual Pit w/Fire and 3” & Larger Domestic

X103

12” Min. ! !

Bypass (Same Size as Meter)

FDBE Eﬁwﬂf‘% o)) 35 =i -
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1) Fire Line

2) 3” or Larger Domestic Meter.

3) Flanged Spool with 2 Test Plug.

4) Concrete Blocking Needs to be Poured.
5) Strainer for Meter

X Gate Valve




Backflow Pictures

SOLID CONCRETE NG SUPPORT »~ [ & MK




Fire Line Double Detector Check
With Bypass Meter

Fire Line Double Detector Check

Si de VieW Notice: Double

detector for .

Notice: Bypass
bypass meter on i
fire line | meter 18

purchased

- from the City
office onl
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Job Site Pictures




Encasement and Spacer Pictures
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Ductile Iron Water Main Wrap Picture
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] Polyethelene Wrap " 5
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ing Valve & Sleeve Picture

Tapping Sleeve & Valve §

Notice: Sleeve must have
blocking behind it.

" Notice: Pressure test must pass
~ before tie-in is completed.




Water Main Must Be Capped or Plugged
When Work is Stopped

L
Cap must be put on
when work is stopped.
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Hydrant Installation Picture

Hydrant Installation

Concrete Blocks
under hydrant
and valves.

el




Hvdrant Installation Picture

level when installed. :
== -Hydrant must be level when *
» Installed.
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Compacted Sand Or Granular Material

1n.

L3

Notice the magnetic tape
_— on top of the water main

- . &
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Sprinkler Pit Pictures

sprinkler pits must
have a isolation valve
installed outside the pit

Notice: Storz Connectio
must be installed.
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Inlet Inside Sprinkler Pit

Inlet for 3” or Larger Domestic Line and Bypass Line

Valves for bypass and
domestic lines f |
3” or larger

domestic meter
with strainer and
/ ball valve for
| test plug

3 Conduits: 1 for phone line,
1 for electric for sump pump,
1 for the tamper switches




Outlet Side of Sprlnkler Pit

LT IR L L L e Bl S T TS

Double Detector Check Assembly A —_— .= "N Oulet Side of Sprinkler Pit (FireLine)
W W i «t‘.t., ﬁ‘:."':_'t' 7
B B
f - Notice: 18” from
Flange to wall.

Notice: The concrete block
support under valves & meter

& '-‘_f"Ti‘_-’ \"

‘Notice: The sump
and the hole for it.

] Notice: Drain line must tie
into a storm drain line. Any
. other option must be approved

| by the Cit
_,é N

Notice: Threaded rod
through wall.
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Meter Specs. (1 5” and 2”)

Sprinkler Pit Setting




Phone Read Pictures

You install phone jack.
must have regular dial

| We install this MIU box
|| when jack is hooked up

and wire is run.
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building and do not
hook-up to anything.

Conduit pipe inside
sprinkler pit

~ Leave 10” of phone
line wire inside
sprinkler pit.
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* See our Rules/Regulations and Construction
Guidelines Booklet for more details.

 All suggestions for changes must be
submitted 1in writing to the City of Florence
Engineering and Inspections Division for
approval.
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